
Fusible Links

 "ML"
• Load rated 

10 – 40 lbs.

“K” 
• Load rated 3 – 50 lbs.

“B”
• Load rated 3 – 20 lbs.

“A” 
• Load rated 

3 – 45 lbs.

“D”
• Load rated  

1 – 8 lbs.

 “JS”  
Load rated 3 – 10 lbs. •

“J” 
 

Load rated 
3 – 10 lbs.

•

Charge It! 
 

Phone: 1-905-791-3102
 1-800-268-0146

• Fax: 1-905-791-2191
1-800-565-3526 
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135 degree Link not FM

Part # Description
3230 Globe® 135°F ML Fusible Link 
3231 Globe® 165°F ML Fusible Link
3232 Globe® 212°F ML Fusible Link
3233 Globe® 280°F ML Fusible Link
3234 Globe® 360°F ML Fusible Link
3235 Globe® 450°F ML Fusible Link
3236 Globe® 500°F ML Fusible Link

Part # Description
139 Globe® 165°F D Fusible Link

Part # Description
110135 Globe® 135°F K Fusible Link
110165 Globe® 165°F K Fusible Link
110212 Globe® 212°F K Fusible Link
110280 Globe® 280°F K Fusible Link
110360 Globe® 360°F K Fusible Link
110450 Globe® 450°F K Fusible Link

Part # Description
138 Globe® 135°F B Fusible Link
136 Globe® 165°F B Fusible Link
134 Globe® 212°F B Fusible Link
132 Globe® 280°F B Fusible Link
130 Globe® 360°F B Fusible Link

Part # Description
8165 Globe® 165°F JS Fusible Link
8212 Globe® 212°F JS Fusible Link
8280 Globe® 280°F JS Fusible Link

Part # Description
150 Globe® 135°F A Fusible Link
146 Globe® 165°F A Fusible Link
147 Globe® 212°F A Fusible Link
148 Globe® 280°F A Fusible Link
145 Globe® 360°F A Fusible Link
149 Globe® 450°F A Fusible Link

Part # Description
7135 Globe® 135°F J Fusible Link
7155 Globe® 155°F J Fusible Link
7165 Globe® 165°F J Fusible Link
7212 Globe® 212°F J Fusible Link
7280 Globe® 280°F J Fusible Link


