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The Champion Pro 5 Fire Extinguisher is suitable for use on Class A (irash, wood & paper), Class B
(liguids & gases) & Class C fires (energized electrical equipment)

These units are fitted with a pressure gauge that provides an at-a-glance status and is manufactured
from light weight aluminum with a tough metal valve assembly.

Features
e Model: E340-3 e Clear instruction label
e Multipurpose dry chemical e Easy-to-pull stainless steel safety pin
INSTRUCTIONS| e ULC rated 3-A:40-B:C » Tough impact resistant metal valve, handle & lever
5 "'.'{h 0‘7"::9,?". , e 6 year limited warranty * Powder coated cylinder for corrosion protection
s : e Rechargeable e USCG, DOT & TC approved
em-e:’.;‘z;;‘iﬂ e Supplied wall bracket or vehicle ¢ Monoammonium phosphate
s bracket

e Easy-to-read gauge
queeze lever o Appuyez sur le

nd sweep levier et balayez
d‘un coté a l'autre.
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Part#8Description | e | v | FLAME '/TAM ER
Net Agent Weight (Average) 5.5 Ibs 5.5 Ibs
iad ) Ship Weight (Average) 9.3 Ibs 9.4 Ibs Speak With One of Our
' % Diameter A5 P Dedicated Sales Repres_entatives
— for More Information
Height 16.311in 16.311in
L), Discharge Time 13-15 sec. 13-15 sec. Contact Us
“ﬁ Discharge Range 12-18 ft 12-18 ft
Operating Pressure 195 psi 195 psi
"\M e Cy|inder Seamless Aluminum | Seamless Aluminum @
'10 Valve, Handle & Lever Metal Metal LISTED




