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INSTRUCTIONS

@ PULLRING PIN. USE 224

EXTINGUISHER UPRIGHT.
TIRER LA GOUPILLE. TENIR o
L'EXTINCTEUR EN y
POSITION VERTICALE.

@ AIM AT BASE OF FIRE.

START FROM 10 FEET BACK.
VISER LA BASE DES FLAMMES. DEBUTER ¥
D'UNE DISTANCE DE 10 PIEDS.
© SQUEEZE THE LEVER.
SWEEP FROM SIDE TO SIDE.
PRESSER LE LEVIER. BALAYER

D'UN MOUVEMENT HORIZONTAL.
=
10 FEET
10 PIEDS
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PRO

Wet Chemical Class K Fire Extinguisher

The Champion Pro 6 litre fire extinguisher models are simple to use and extremely effective in han-
dling the difficult types of cooking median fire hazard situation found in today’s busy commercial

kitchens.

This unit ideally suited to supplement commercial cooking appliance fire suppression systems for
addressing tough Class K combustible kitchen cooking media fires.

Features
e Model: WC100-C

e ULCrated K

* 6 year warranty

e Heavy duty chrome plated brass valve
* Factory filled 6 litre model

e Operator safe discharge hose concept with
non-metal finger guard & protective nozzle
orifice seal

Part # FX256 (21027256)

Net Agent Weight (Average) 1.59 gallons
Ship Weight (Average) 15 Ibs
Diameter 7in
Height 19.51in
Discharge Time 50 - 55 sec.
Discharge Range 8-12 1t
Operating Pressure 100 psi
Cylinder Seamless Steel
Valve Body Plated Brass
Valve, Handle & Lever Stainless Steel

Soft 360° mist discharge stream pre-
venting splashing

ULC listed - Meets D.O.T./T.C.
requirements.

Full stainless steel cylinder, base,
handle, lever & pull pin

Hex valve collar tightening ring for
easy recharge

Easy to read name plate
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